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The eCon 2000 Ethernet Switch

The Ethernet Switches of the product family 
HARTING eCon 2000 are suitable for in-
dustrial applications and support Ethernet 
(10 Mbit/s), Fast Ethernet (100 Mbit/s) and 
Gigabit Ethernet (1000 Mbit/s). The prod-
uct family enables the connection of up to 
16 network devices (according to type) over 
shielded Twisted Pair cables.

Through its flat mounting and the clearly 
laid out integrated LEDs on each port, the 
eCon2000 Ethernet Switch family supports 
fast and easy network diagnosis. The eCon 
Ethernet Switch operates as an Unmanaged 
Switch in Store and Forward Switching Mode 
and supports Auto-crossing, Auto-negotiation 
and Auto-polarity.

Due to their mechanical attachment, the 
eCon2000 Ethernet Switches can be mount-
ed on or dismounted from standard 35 mm 
top-hat rails without tools.

Features

Flat housing design
Robust metal housing
Adapted for mounting onto top-hat mounting
rail 35 mm according to EN 60 715
RoHS compliant
Auto-crossing
Auto-negotiation
Auto-polarity
Store and Forward Switching Mode

For Ethernet Switch eCon 2050-AA only:
complete designed for Gigabit Ethernet
Jumbo Frames up to 9728 Bytes
4 K MAC adresses
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Order Number

Power supply
Input voltage

Input voltage range

Diagnostic LED

Ethernet Interface RJ45
Number of ports

IEEE 802.3 Cable Type

Data transmission rate

Maximum cable length

Connection

Diagnostic LEDs

Connection (Link)

Data transfer (Act)

Data transmission rate (Speed)

Construction
Weight

DIN 60 529 Cable Type

Dimension (W x H X D)

Environment conditions
Operating temperature

Mechanical stability
Shock-proof

Vibration-proof

EMC-standards
Interference immunity ESD

Interf. immunity, HF radiated

Interf. immunity, burst

Interf. immunity, surge

Interf. immunity, HF conducted

Emitted radiation

Approvals

•

•

•

20 76 103 3000

24 V DC (12 V... 30 V)

125 mA (at 24 V DC)

3-pole pluggable

green

3 x 10/100Base-T(X)

STP / UTP; Cat. 5

10/100 Mbit/s

100 m (Twisted Pair, Cat. 5)

RJ45

green

flashing green

100 Mbit/s: yellow

10 Mbit/s: off

ca. 0.2 kg

IP 30

46.5 x 105 x 25.5 mm

-10°C bis +70°C

1 020 000 h

acc. to IEC 60 068-2-27

acc. to IEC 60 068 -2-6

EN 61 000 -4-2

EN 61 000 -4-3

EN 61 000 -4-4

EN 61 000 -4-5

EN 61 000 -4-6

EN 55 011, Class A

EN 55 022, Class A

UL 508

20 76 104 3000

24 V DC (12 V... 30 V)

125 mA (at 24 V DC)

3-pole pluggable

green

4 x 10/100Base-T(X)

STP / UTP; Cat. 5

10/100 Mbit/s

100 m (Twisted Pair, Cat. 5)

RJ45

green

flashing green

100 Mbit/s: yellow

10 Mbit/s: off

ca. 0.2 kg

IP 30

46.5 x 105 x 25.5 mm

-10°C bis +70°C

1 020 000 h

acc. to IEC 60 068-2-27

acc. to IEC 60 068 -2-6

EN 61 000 -4-2

EN 61 000 -4-3

EN 61 000 -4-4

EN 61 000 -4-5

EN 61 000 -4-6

EN 55 011, Class A

EN 55 022, Class A

UL 508

Giga bit

eCon 2040-A eCon 2050-A eCon 2050-AA eCon 2160-A

20 76 104 3000

24 V DC (12 V... 30 V)

125 mA (at 24 V DC)

3-pole pluggable

green

4 x 10/100Base-T(X)

STP / UTP; Cat. 5

10/100 Mbit/s

100 m (Twisted Pair, Cat. 5)

RJ45

green

flashing green

100 Mbit/s: yellow

10 Mbit/s: off

ca. 0.2 kg

IP 30

46.5 x 105 x 25.5 mm

-10°C bis +70°C

1 020 000 h

acc. to IEC 60 068-2-27

acc. to IEC 60 068 -2-6

EN 61 000 -4-2

EN 61 000 -4-3

EN 61 000 -4-4

EN 61 000 -4-5

EN 61 000 -4-6

EN 55 011, Class A

EN 55 022, Class A

UL 508

20 76 105 3000

24 V DC (12 V... 30 V)

125 mA (at 24 V DC)

3-pole pluggable

green

5 x 10/100Base-T(X)

STP / UTP; Cat. 5

10/100 Mbit/s

100 m (Twisted Pair, Cat. 5)

RJ45

green

flashing green

100 Mbit/s: yellow

10 Mbit/s: off

ca. 0.2 kg

IP 30

46.5 x 105 x 25.5 mm

-10°C bis +70°C

1 020 000 h

acc. to IEC 60 068-2-27

acc. to IEC 60 068 -2-6

EN 61 000 -4-2

EN 61 000 -4-3

EN 61 000 -4-4

EN 61 000 -4-5

EN 61 000 -4-6

EN 55 011, Class A

EN 55 022, Class A

UL 508

20 76 105 3001

24 V DC (12 V... 48 V)

250 mA (at 24 V DC)

5-pole pluggable, 2.5 mm2

green

5 x 10/100/1000Base-T(X)

STP / UTP; Cat. 5

10/100/1000 Mbit/s

100 m (Twisted Pair, Cat. 5)

RJ45

green

flashing green

1000 MBit/s: green

100 Mbit/s: yellow

10 Mbit/s: off

ca. 0.4 kg

IP 30

70 x 105 x 25.5 mm

-10°C bis +70°C

acc. to IEC 60 068-2-27

acc. to IEC 60 068 -2-6

EN 61 000 -4-2

EN 61 000 -4-3

EN 61 000 -4-4

EN 61 000 -4-5

EN 61 000 -4-6

EN 55 011, Class A

EN 55 022, Class A

UL in pending

20 76 116 3000

24 V DC (12 V... 48 V)

220 mA (at 24 V DC)

5-pole pluggable

green

16 x 10/100Base-T(X)

STP / UTP; Cat. 5

10/100/1000 Mbit/s

100 m (Twisted Pair, Cat. 5)

RJ45

green

flashing green

100 Mbit/s: yellow

10 Mbit/s: off

ca. 0.4 kg

IP 30

120 x 105 x 25.5 mm

-10°C bis +70°C

acc. to IEC 60 068-2-27

acc. to IEC 60 068 -2-6

EN 61 000 -4-2

EN 61 000 -4-3

EN 61 000 -4-4

EN 61 000 -4-5

EN 61 000 -4-6

EN 55 011, Class A

EN 55 022, Class A

UL in pending
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